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5——5 Technical Data
ﬂ 90°C
28402 i ST-612G H/OFF 90°C+3°C
M L/QFF - o°t
| BREAKING CAPACITY C-1T15(3)A 400 VAC (-2 2,5(0,6)A LOOVAC
\\J/ — MAX °C AROUND THE BODY T110°C
_m S 15 MAX °C AROUND THE BULB UPPER SWITCHING VALUE +15%
: LIFE OF PRODUCTS 100.000 CYCLES
o / ~ -
_ \ﬁu, \ﬁVJ ﬂuj < ! DIFFERENTIAL 41 25°C
(o]
_O // //ﬂ& \ < ™M MINIMUM CURRENT 200 mA
o INSULATION RESISTANCE > 100 M HOM
\ mw )i RIF. 90C-556-12G
~ - cooce: 700502000
(o]
= DESCRIZIONE :
> £36+05 Termostato reg. 0/90°C SP-DT cap.nm 1500 rame faston 63 X 0,8
- 547+ 05 SINA: 4,5 DISEGNATO:  p A A MODIFICA DATA:
DATA:  28-10-2003 CONTROLLATO:
TOLLGEN:  +/-01
Descrizione reyisione : Data
Descrizione reyisione : Data
Descrizione reyisione : Data




